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Just a better way to get the job done. 

Athletic Court KitAthletic Court KitAthletic Court Kit   

Contains: 
• Radius Center Base with center pointer 
• Eight Telescopic-Tubing Sections 
• Two Spherical rod ends with adjustment 

spuds 
• Three large pinch clamps 
• One large pinch 

clamp with 
caster wheel 
assembly 

• One small pinch 
clamp 

• One Rear-wheel 
trolley 

• Straight Line 
1000 radius-
attachment assem-
bly 

• One 1-inch tape 
guide 

The NEW Precision Line 360 Attachment 

Kit delivers crisp, clear, precise circles 

with the same reliability and performance 

as the Straight Line 1000 — applying the 

same efficiency that saves time, money 

and costly errors. Workers stay off their 

hands and knees, reducing both injuries 

and labor costs. 

For striping jobs that require masking  

circles with a radius anywhere from 2 feet 

to 24’10”, the Precision Line 360 is just a 

better way to get the job done.  www.precisionfloormarking.com 



1) Begin by finding the exact center of the circle 

to be masked. Position the radius center base 

directly over your center mark using the 

pointer to ensure exact placement.  
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2) Secure the radius center base to the floor 

using masking tape to ensure it remains 

in place while making additional meas-

urements and adjustments. 

4)  Place the Straight Line 1000 along the outside 

edge of the 

circle to be 

masked and 

place the trol-

ley directly 

under the 

rear wheels 

of the Straight 

Line 1000™. 

4)  Secure the radius attachment assembly to 

the front axle by simply tightening the bolt. 

6) Adjust your radius rod to the correct length  

by aligning the gap of the pinch clamp with 

the gap of the rod and tightening SECURELY. 

Place the rod end attached to the smallest 

radius rod over the post on the center base.  

8) After  double 

checking all meas-

urements,  stick 

the tape to the floor 

in front of each 

wheel, have some-

one stand on the 

center base, and 

push the machine. 

DO NOT STEER — allow the machine to guide 

itself to mask a perfect circle!  

3) Next, meas-

ure the exact 

distance to the 

outside edge 

of the circle to 

be masked. 

7) Place the rod end attached to the widest 

end of the radius rod over the attachment 

assembly post on the front axle of the 

Straight Line 1000™.  


