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Attachment  
Instructions 

Just a better way to get the job done. 

Attachment Kit 
Contains: 
• Third Side Plate to hold an 
    additional three rolls of  
    masking tape 
• Side-Plate Axle Extension 
• Scale-Plate Extension 
• Third Weighted Wheel 

Twice the efficiency equals dou-

ble the savings in time and 

money. The NEW Straight Line 

2000 Attachment Kit delivers 

crisp, clear, precise lines with the 

same reliability and performance 

as the Straight Line 1000. Workers 

stay off their hands and knees, 

reducing both injuries and labor 

costs. 

For striping jobs that require 

masking two parallel lines, the 

Straight Line 2000 is just a better 

way to get the job done.  
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1) Start by removing the E-clip from the 

end of the left side-plate axle using stan-

dard pliers.  

2) Removing the E-clip will allow the side-

plate to easily slide off the end of the axle. 

3) Next, attach the additional front wheel by 

screwing the stud into the left front axle. 

4)  When the 

third wheel 

is securely 

attached, 

slide the 

new side-

plate onto 

the axle. 

5)  The scale-

plate extension  

attaches easily 

by sliding it 

onto the exist-

ing scale plate 

and tightening 

the knob se-

curely. Make sure to hold the extension firmly in 

place while tightening. 

6) Next, slide the side-plate axle extension 

onto the existing axle.  

7) Slide the original side-plate back onto 

the extended axle and secure it to the 

machine with the E-clip. 

8) Align the middle 

plate so the front, 

center wheel will 

contact the entire 

width of the tape. 

Adjust the left and 

right side plates to 

the desired width for your lines.  Do a test run to 

determine any additional minor adjustments that 

may need to be made to meet your exact  needs. 
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